FLAT HEM OR CORD HEM

(WITH CORD SMALLER THAN 11MM SHOWN) gg,fj?,l HC%'\,"\I'F-IAGRUGREA'_"TE',\IAQ,%W)

POCKET FLAT HEM

Extender out
locking screw set O

(step 1) INNER GUIDE VERTICLE ADJUSTMENT
To move vertically unlock set- screw set F

and turn adjustment screw L. Wedge should

be center vertically in guide

Lower guide may need to be lowered out of the way.
(See step 4).

(step 8) B
To move horizontal unlock thumbscrew set D

(step 2) HEM EDGE ADJUSTMENT and turn adjustment screw M.
To move horizontal unlock thumb screw set G
push guide into position

(step?)

To move verticle unlock thumbscrew set B
and turn adjustment screw J

(step 6)
To move vertical unlock thumbscrew set C
and turn adjustment screw K.

(step 3) INNER GUIDE HORIZONTAL ADJUSTMENT
To move horizontal unlock socket head set N
push guide into postion

(step 5)LOWER GUIDE HORIZONTAL ADJUSTMENT
To move horizontal unlock thumbscrew set E

push guide into positon. Edge should be aligned
vertically with inner guide edge (positioned in step 3).

(step 4)LOWER GUIDE VERTICLE ADJUSTMENT
To move vertical unlock set-screw set A
and turn adjustment screw |
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